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RWater-based cleaning product for regular maintenance 

of all types of varnished floors. Hard floor fresh can also 
be used for the maintenance of parquet finished with 
our waterborne products, like FORTICO, Ecofix PLus and 
Oculto Plus. Hard floor fresh degreases and cleans the wood.
—

 » Universal maintenance for varnished floors.
 » Also suitable for LVT, laminate and waterborne finishes. 

APPLICATION
Mix 10 caps of Hard Floor Fresh for every 10 liters of lukewarm 
water. Clean the floor with a well-wrung mop or microfiber cloth. 
Rinse the mop / microfiber cloth regularly and wring it out well. 
Avoid excess water on the wood. Let the floor dry without rinsing.

CAUTION
+/- 15 minutes, depending on the amount applied, the surrounding 
temperature, the humidity in the air and ventilation.

FINISHING
Weekly maintenance with Ciranova® Hard Floor Fresh is 
recommended.

MAINTENANCE
It is recommended to follow the Ciranova® maintenance program 
to keep the floor in optimal condition.

HARD FLOOR FRESH

TECHNICAL DATA
Product type

waterborne

Cleaning 
Water

Mixing ratio 
10 caps per 10 liters of warm water

PH 
12

Packaging 
6 x 750 ml

Packaging 
400 - 500 m²/liter 
4300-5300 sq.ft./L 
16270 - 20060 sq.ft./gal

Drying times
+/- 15 min. at room temperature

Storage/transport
between 5°C and 25°C

Disposal
Dispose of residue and empty packaging in 
accordance with local ordinances.
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